Sangraf Typical Physical Properties for UHP Grade Electrodes

NOMINAL DIAMETER OF ELECTRODE

SPECIFICATION UHP
®300-0500 0550-0700
) o Electrode 4,8 ~ 6.0 45 ~ 6,0
Electrical Resistivity , pQ.m
Nipple 33~ 45 3.0~ 42
. Electrode 9.0 ~ 15.0 10.0 ~ 15.0
Bending Strength N MPa 200 ~ 28.0 22.0 ~ 30.0
Electrode 9.0 ~13.0 10.0 ~ 14.0
Y 's Modul GP
oungs Modulus Nipple @ 12.0 ~ 20.0 14,0 ~ 22.0
Electrode 1.65 ~ 1.75 1.67 ~ 1.77
Bulk Density - g/cm?®
Nipple 175 ~ 1.82 178 ~ 1.85
Electrode 11 ~15 11 ~14
CTE (1009C-600°C) - x10¢/°C
Nipple 08 ~13 0.81~12
Ash Content (<) % <0.3 <0.3

Sangraf Typical Physical Properties for HP Grade Electrodes

NOMINAL DIAMETER OF ELECTRODE

SPECIFICATION HP
®250-0700
, o Electrode 58 ~ 7.0
Electrical Resistivity , pQ.m
Nipple 40~ 55
_ Electrode 9.0 ~15.0
Bending Strength Nigale MPa 16.0 ~ 24.0
Electrode 9.0 ~ 14.0
Young's Modulus , GPa
Nipple 12.0 ~ 20.0
Electrode 1.62 ~ 173
Bulk Density - g/cm?
Nipple 174 ~ 1.8
Electrode 1.6 ~ 20
CTE (100°C-600°C) : x10¢/°C
Nipple 1.0~ 18
Ash Content (<) % <0.3
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